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Metric stock sizes shown below:

Osborne No. 149
Osborne arch punches are drop forged in one piece from the finest special

carbon steel in sizes from 1/8" to 2 1/8" diameter. Larger sizes are made with

our properly engineered two piece welded construction. A unique feature of

the Osborne arch punch is the inside taper which permits the punchings to

clear easily through the barrel. Punches have fully polished barrel.

The cutting edge is fully hardened all the way through and properly finished

to provide long use trouble free punching. There is no other Hollow Punch that

can compare.

These punches should be used on a wood or plastic cutting block or the Osborne No. #603 Cutting pad. The use of an Osborne
wooden or rawhide mallet or rawhide maul is recommended. Steel hammers are not recommended.

ARCH PUNCH - Original and correct design for cutting

Meets Government Standards
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8/1 2- 80010 2/11 -2 5010 8/72 511 69010 4/14 -5 04110 8/55 415 27110

61/3 2- 01010 61/91 411 45010 61/512 112 89010 61/54 -5 24110 61/115 415 37110

4/1 2- 21010 8/51 411 65010 3 212 00110 8/34 15 44110 4/35 415 47110

61/5 2- 41010 61/111 81 85010 61/13 52 20110 61/74 15 64110 61/315 515 57110

8/3 3- 61010 4/31 62 06010 8/13 92 40110 2/14 15 84110 8/75 515 67110

61/7 5- 81010 61/311 52 26010 61/33 312 60110 61/94 25 05110 61/515 -6 77110

2/1 7- 02010 8/71 42 46010 4/13 112 80110 8/54 45 25110 6 -6 87110

61/9 7- 22010 61/511 22 66010 61/53 45 01110 61/114 45 45110 61/16 -6 97110

8/5 8- 42010 2 313 86010 8/33 114 21110 4/34 55 65110 8/16 16 58110

61/11 8- 62010 61/12 83 07010 61/73 114 41110 61/314 65 85110 61/36 16 68110

4/3 9- 82010 8/12 313 27010 2/13 214 61110 8/74 65 06110 4/16 26 78110

61/31 8- 03010 61/32 011 47010 61/93 52 81110 61/514 75 16110 61/56 26 88110

8/7 21- 23010 4/12 72 67010 8/53 313 02110 5 85 26110 8/36 36 98110

61/51 21- 43010 61/52 72 87010 61/113 513 22110 61/15 85 36110 61/76 36 09110

1 31- 63010 8/32 82 08010 4/33 84 42110 8/15 015 46110 2/16 36 19110

61/11 21- 83010 61/72 82 28010 61/313 213 62110 61/35 015 56110 61/96 46 29110

8/11 51- 04010 2/12 012 48010 8/73 24 82110 4/15 115 66110 8/56 46 39110

61/31 51- 24010 61/92 412 68010 61/513 213 03110 61/55 115 76110 61/116 46 49110

4/11 31 44010 8/52 512 88010 4 214 23110 8/35 215 86110 4/36 56 59110

61/51 51 64010 61/112 512 09010 61/14 54 43110 61/75 215 96110 61/316 56 69110

8/31 91 84010 4/32 13 29010 8/14 413 63110 2/15 315 07110 8/76 56 79110

61/71 91 05010 61/312 82 49010 61/34 64 83110 61/95 315 17110 7 66 99110
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2 3- 40210 41 6- 82210 62 -1 25210 83 -2 67210 05 213 00310

3 3- 60210 51 8- 03210 72 -1 45210 93 -2 87210 15 -4 20310

4 3- 80210 61 8- 23210 82 21 65210 04 311 08210 25 -4 40310

5 3- 01210 71 9- 43210 92 21 85210 14 212 28210 35 -4 60310

6 3- 21210 81 9- 63210 03 21 06210 24 212 48210 45 84 80310

7 3- 41210 91 11- 83210 13 61 26210 34 -3 68210 55 84 01310

8 3- 61210 02 01- 04210 23 41 46210 44 -3 88210 65 214 21310

9 5- 81210 12 21- 24210 33 61 66210 54 -3 09210 75 214 41310

01 5- 02210 22 21- 44210 43 61 86210 64 -3 29210 85 -5 61310

11 5- 22210 32 21- 64210 53 81 07210 74 83 49210 95 -5 81310

21 5- 42210 42 -1 84210 63 011 27210 84 83 69210 06 -5 02310

31 6- 62210 52 -1 05210 73 81 47210 94 213 89210



OSBORNE ARCH PUNCH SETS

Osborne No. K-14
This set of seven arch punches includes the sizes most widely used.
They are put up in a sturdy, easy to use canvas tool roll as shown.

Osborne No. K-16
This set of seven arch punches of sixteenth sizes are incremented by
1/8" starting with 3/16". They are put up in a sturdy, easy to use canvas
tool roll as shown.

ARCH PUNCH SETS

These punches should be used on a wood or plastic cutting block or the Osborne No. #603 Cutting pad. The use of an Osborne
wooden or rawhide mallet or rawhide maul is recommended. Steel hammers are not recommended.

Osborne No. K-14MM
This set of seven arch punches includes the most popular millimeter
sizes . They are put up in a sturdy, easy to use canvas tool roll as shown.

1 each of following sizes Osborne No. 149 - Arch
Punch:

Weight per
set (lbs)

UPC
No.

K-14 Sizes
(inches) 1/4 3/8 1/2 5/8 3/4 7/8 1 4 01180

1 each of following sizes Osborne No. 149 - Arch Punch: Weight per
set (lbs)

UPC
No.

K-16 Sizes
(inches) 3/16 5/16 7/16 9/16 11/16 13/16 15/16 4 01181

1 each of following sizes Osborne No. 149 - Arch
Punch:

Weight per
set (lbs)

UPC
No.

K-14MM Sizes
(mm) 6 8 10 12 16 20 25 2 1/2 01179
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Osborne No. K-245
Kit contains the most frequently used sizes.  Packed in a sturdy plastic
pouch.

BELT PUNCH SET

BELT PUNCH - Round shank Osborne No. 245
Hardened cutting edge - milled clearing hole. Available in imperial and metric sizes.

Osborne No. 147
These Drive or Saddlers' Punches are drop forged from finest special
carbon  steel, carefully hardened , with polished barrel. The hole tapers
back from the cutting edge so that the punchings clear freely and require
only a light blow with a mallet to cut with ease.

ROUND OR DRIVE PUNCH

These punches should be used on a wood or plastic cutting block or the Osborne No. #603 Cutting pad. The use of an Osborne
wooden or rawhide mallet or rawhide maul is recommended. Steel hammers are not recommended.
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Osborne No. K-157
A special punch set for cutting small, precise holes in soft materials where
throated or plier punches won't reach. Set has a round handle with slot
inside to clear punchings. Handle is threaded to accommodate the seven
replaceable screw tubes sizes which are shown below. See page 4 at
bottom for actual sizes of cutting tubes. Set consists of seven tubes and
handle. Sets is carded for display purposes. REPLACEMENT TUBES are
also sold individually Osborne No. 153T. Specify size when ordering.

MINI-PUNCH SET

These punches should be used on a wood or plastic cutting block or the Osborne No. #603 Cutting pad. The use of an Osborne
wooden or rawhide mallet or rawhide maul is recommended. Steel hammers are not recommended.

Osborne No. K-156
This handy and versatile kit contains threaded handle with self-centering
pointed plunger. The threaded handle will acommodate nine inter-change-
able threaded cutting tubes. The punches in this set will cleanly cut leather,
rubber, paper, plastics and other soft materials. The self-centering point
makes these punches ideal for cutting concentric washers in small quan-
tities by hand. Sizes of punches listed below. All cutting edges properly
hardened. The only professional tool like it. Comes in a sturdy plastic box
for storage.

SELF-CENTERING PUNCH SET

Osborne No. K-159
Similar punch set as above item, but in larger sizes. Comes in a sturdy
carboard box.

SELF-CENTERING PUNCH SET
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CUTTING PAD
Osborne No. 603

Made of a special formula resilient vinyl plastic, these tough cutting pads
are ideal for use with Osborne Punches. They are long wearing and can
be used on both sides. Cutting pads should be used on a solid base for
best results. The self-healing surface absorbs cuts and  helps prevent
scars from forming on the smooth face of the pad.
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Osborne No. 158
Like our other punches, No. 158 is made of the best grade of alloy steel,
carefully tempered with polished edge. The hole tapers back from the
cutting edge so that punchings can clear freely. Polished barrel. Made in
sizes 1 to 16 as shown below.

1

2

3

4

5

6 10

9

8

7

15

16

14

13

12

11

OVAL DRIVE PUNCH

Hardened and polished edges.

STRAP END PUNCH - English point

Osborne No. 0150

STRAP END PUNCH

Osborne No. 151
Bag or Oblong punches. Taper clearance. Polished barrel, hardened and
polished edge. Used extensively by leather bag and strap manufacturers.

BAG OR OBLONG PUNCH

MULTI-USE STRAP END PUNCH

Osborne No. 152
Cuts a clean end on belts and straps. Hardened and polished edge.
Cuts up to 2" width.

These punches should be used on a wood cutting block or  Osborne No. #603 Cutting pad. The use of an Osborne wooden or rawhide
mallet  or maul is recommended. Steel hammers are not recommended.  Every Osborne edge is hand file sharpened and is true.

Osborne No. 150

Actual size
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